1 WHAT IS CLAIMED IS: 

2 1 . An electroluminescent clock comprising a lower portion of an external 

3 case, a main bracket, multiple light emitting dots, a transparent plate, a 

4 transparent ring, a dial with a pointer located at the center, and an upper portion 

5 of the external case; wherein 

6 the transparent ring formed from light transmissive material is placed 

7 around a rim of the dial; 

8 the transparent plate also formed from light transmissive material has 

9 luminous markers attached onto an upper surface of the transparent plate, and the 

10 transparent plate is placed over the main bracket; and 

1 1 the dial is formed from opaque material, having slots defined in a surface of 

12 the dial and the slots corresponding to the locations of luminous markers. 

13 2. The electroluminescent clock as claimed in claim 1, wherein a lower side 

14 of the transparent plate has multiple first holes corresponding to the positions of 

15 the luminous markers for accommodating the light emitting dots. 

16 3. The electroluminescent clock as claimed in claim 1, wherein a lower side 

17 of the transparent ring has multiple second holes for accommodating the light 

18 emitting dots. 

19 4. The electroluminescent clock as claimed in claim 2, wherein the 

20 luminous markers are attached on to the upper side of the transparent plate, and 

21 when the dial is placed over the transparent plate the luminous markers are 

22 augmented from a surface of the dial. 

23 5. The electroluminescent clock as claimed in claim 2, wherein the 

24 luminous markers are attached on to the upper side of the transparent plate, and 



8 



1 when the dial is placed over the transparent plate the luminous markers are 

2 embedded in the dial. 

3 6. The electroluminescent clock as claimed in claim 4, wherein the 

4 luminous markers are presented through the slots in the dial surface when the 

5 dial is placed over the transparent plate. 

6 7. The electroluminescent clock as claimed in claim 5, wherein the 

7 luminous markers are presented through the slots in the dial surface when the 

8 dial is placed over the transparent plate. 

9 8. The electroluminescent clock as claimed in claim 4, wherein the 

10 luminous markers can be in the form of figures, a scale or graphical patterns. 

1 1 9. The electroluminescent clock as claimed in claim 5, wherein the 

12 luminous markers can be in the form of figures, a scale or graphical patterns. 

13 10. The electroluminescent clock as claimed in claim 4, wherein the lower 

14 side of the transparent plate beneath the luminous markers is coated with a 

15 fluorescent material as a reflective layer. 

16 11. The electroluminescent clock as claimed in claim 5, wherein the lower 

1 7 side of the transparent plate beneath the luminous markers is coated with a 

18 fluorescent material as a reflective layer. 

19 12. The electroluminescent clock as claimed in claim 3, wherein the upper 

20 side of the transparent ring is shaped like a hump, and the lower side has grid- 

21 like grooves. 

22 13. The electroluminescent clock as claimed in claim 2, wherein the light 

23 emitting dots are light emitting diodes (LEDs). 

24 14. The electroluminescent clock as claimed in claim 3, wherein the light 



9 



1 emitting dots are light emitting diodes (LEDs). 
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